Lifting capacity charts acc. to EN 13000 { DIN /150 ) Main boom
3103735
Crane with 1 t counterweight
(outrigger base 7,800 x 7.500 m)
Main boom - fixed length inm
12.80 1752 17.57 17.63 17.65 17.69
Tel. sec. | 0.00 0.00 0.00 0.00 0.00 0.50
Tel. sec. I 0.00 0.00 0.00 0.00 0.50 0.00
Tel. sec. Il 0.00 0.00 0.00 0.60D 0.00 0.00
Tel. sec. IV 0.00 0.00 0.50 0.00 0.00 0.00
Tel. sec. V 0.00 0.50 0.00 0.00 0.00 0.00
Slewing 360°
range
PRadius inm Lifting capacities in t
3.0 89.0 44.0 £2.0 720 86.0 86.0
40 74.0 44.0 520 72.0 735 730
&0 595 40.0 2.0 &3.0 1.5 50.0
6.0 43.0 6.5 40.5 395 38.0 36.5
70 33.0 32k 315 306 295 28.0
8.0 25.0 26.5 26.5 2456 235 225
9.0 18.7 220 21.0 205 194 17.8
10.0 16.7 179 17.3 16.6 156 14.4
11.0 14.8 14.2 134 12,5 1156
12.0 123 1.7 1.0 101 a1
13.0 10.3 a7 9.0 a2 7.3
14.0 a.7 81 7.5 6.7 R
SLI Code 1000
LV
permitted 11 m's 14 mis 13 mis
windspeed
GME 5130-1 3108 345 en 2-333



Main boom

Lifting capacity charts acc. to EN 13000 ( DIN /1S0 )

3103735
Crane with 1 t counterweight
(outrigger base 7,800 x 7,500 m)
Main boom - fixed length in m
2213 2219 22.25 22.30 22.35 22,38 2240 22.44 2248
Tel. sec. | 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.50 1.00
Tel. sec. |l 0.00 0.00 0.00 0.00 0.00 0.50 1.00 0.50 0.00
Tel. sec. Il 0.00 0.00 0.00 0.50 1.00 0.50 0.00 0.00 0.00
Tel. sec. IV 0.00 0.50 1.00 0.50 0.00 0.00 0.00 0.00 0.00
Tel. sec. V 1.00 0.50 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Slewing 3607
range
Radius inm Lifting capacities in t
3.0 345 44,0 42.0 2.0 40.0 720 38.0 1.0 36.0
4.0 305 425 37.0 2.0 40.0 &7r.0 38.0 64.0 36.0
5.0 275 38.0 3256 46.5 40.0 47.0 38.0 445 36.0
6.0 245 34.0 205 375 3.0 355 345 335 320
7.0 225 3.0 26.5 30.0 29.0 28.0 270 26.0 250
8.0 205 2656 24.5 245 235 225 220 21.0 19.8
9.0 1890 2156 205 205 19.3 186 176 16.7 166
10.0 176 18.2 17.3 16.9 16.0 163 144 1356 125
11.0 167 155 14.7 14.3 134 128 1189 11.0 1041
12.0 1356 133 126 122 114 10.7 9.9 9.1 8.2
13.0 114 11.2 10.6 10.3 9.6 9.0 8.2 7.5 6.6
14.0 a8 9.6 2.0 87 a.0 7.5 6.7 6.1 53
15.0 84 83 76 74 6.7 6.2 5.6 49 41
16.0 73 71 6.5 6.3 LN A 4.4 3.8 31
18.0 L 54 4.8 45 39 35 28 22 15
SLI Code 1000
Max.
permitted 14 mis
windspeed
2-334 3109 345 en GMK 5130-1



Lifting capacity charts acc. to EN 13000 ({ DIN /150 ) Main boom
3103735
Crane with 1 t counterweight
(outrigger base 7,800 x 7,500 m)
Main boom - fixed length in m
26.80 26.91 27.05 27 16 31.48 366 31.84 36.20 356.28 36.45
Tel. sec. | 0.00 0.00 0.00 0.50 0.00 0.00 0.50 0.00 0.00 0.50
Tel. sec. I 0.00 0.00 0.50 0.50 0.00 0.50 0.50 0.00 0.50 0.50
Tel. sec. Il 0.00 0.60 0.50 0.50 0.00 0.50 0.50 0.50 0.50 0.50
Tel. sec. IV 0.50 0.50 0.50 0.00 1.00 0.50 0.50 1.00 0.50 0.50
Tel. sec. V 1.00 0.50 0.00 0.00 1.00 0.50 0.00 1.00 1.00 0.50
Slewing 360°
range
Padius inm Lifting capacities in t
3.0 335 44.0 520 65.0
4.0 30.0 44,0 2.0 E7.5 26.0 44,0 50.0
ED 27.0 395 440 415 225 40.5 39.0 225 285 ar.o
6.0 24.0 365 340 315 205 325 305 21.0 26.5 295
7.0 22.0 29.0 27.0 25.0 18.7 26.5 245 194 25.0 24.0
8.0 20.0 240 225 20.5 171 22.0 20.0 18.1 220 20.0
9.0 184 205 185 16.4 158 186 164 169 185 168
100 17.1 17.2 154 134 148 15.7 13.7 158 15.8 140
11.0 16.7 14.7 13.0 11.1 13.3 13.5 115 1486 13.7 119
120 13.7 127 11.1 9.3 124 118 97 128 11.9 10.2
130 12.0 11.1 95 7.7 11.7 10.1 a2 11.3 10.4 aa
14.0 10.5 9.7 8.2 6.4 104 88 7.0 100 9.2 T8
16.0 9.2 84 74 5.3 9.2 77 59 8.9 8.1 6.6
160 8.0 73 6.0 44 8.3 6.7 5.0 8.0 7.2 57
180 6.2 55 4.3 29 6.4 5.2 a5 B.5 57 4.2
200 49 4.2 3.0 1.7 5.1 39 2.3 5.2 45 KR |
220 3.8 3.2 2.0 4.0 2.8 1.4 4.1 35 2.1
24.0 3.2 2.0 33 26 14
26.0 25 14 28 1.9
28.0 1.9 2.0 14
30.0 1.6
320 1.4
SLI Code 1000
Max.
permitted 14 mfs 12 mis
windspeed
GME 5130-1 3109 345 en 2-335



Main boom Lifting capacity charts acc. to EN 13000 ( DIN /150 )

3103 735
Crane with 1t counterweight
(outrigger base 7,800 X 7,500 m)
Main boom - fixed length in m
40.93 A41.07 41.24 45,68 45.74 4599
Tel. sec. | 0.00 0.50 1.00 0.00 0.50 1.00
Tel. sec. I 0.00 0.60 0.50 0.50 0.50 1.00
Tel. sec. Il 1.00 0.50 0.50 1.00 0.50 0.50
Tel. sec. IV 1.00 0.50 0.50 1.00 1.00 0.50
Tel. sec. V 1.00 1.00 0.50 1.00 1.00 0.50
Slewing 3E0°
range
Badius in m Lifting capacities in t
6.0 19.0 26.0 26.5 16.5 19.0 205
7.0 17.9 23.5 22.0 165 16.9 20.5
8.0 16.8 19.8 174 16.5 18.5 16.8
2.0 167 16.6 1449 168 16.2 14.0
10.0 147 14.2 125 147 13.9 118
11.0 135 12.2 106 12.8 12.1 10,0
12.0 121 10.6 2.0 113 10.5 85
13.0 10.7 9.2 7.7 10.0 9.2 7.3
14.0 9.5 a1 6.6 8.8 ad 6.2
15.0 8.4 7A 5B 7.9 7.2 53
16.0 7.6 6.2 4.8 7.0 6.3 45
18.0 .1 4.8 3.4 5.6 4.9 34
20.0 449 .6 23 4.5 3.8 241
22.0 4.0 2.7 14 3.6 2.9 1.2
24.0 a1 1.8 2.8 2.2
26.0 2.4 1.3 2.2 1.6
28.0 1.9 1.6 1.0
30.0 1.4 1.2
5L Code 1000
M.
permitted 12mfs
windspeed

2-336 3109 345 en GMK 5130-1






Lifting capacity charts acc. to EN 13000 ( DIN /150 ) Main boom
3103735
Crane with 1 t counterweight
(outrigger base 7,800 x 7,500 m)
Main boom - fixed length in m
50.43 60.71 56 21 £5.39 60.00
Tel. sec. | 0.00 1.00 0.50 1.00 1.00
Tel. sec. I 1.00 1.00 1.00 1.00 1.00
Tel. sec. Il 1.00 1.00 1.00 1.00 1.00
Tel. sec. IV 1.00 0.60 1.00 1.00 1.00
Tel. sec. V 1.00 0.50 1.00 0.50 1.00
Slewing 3607
range
Badius in m Lifting capacities in t
7.0 13.6 16.0
8.0 136 16.0 11.0 116
a0 136 13.4 11.0 116 10.0
10.0 136 114 11.0 113 10.0
11.0 11.9 9.7 10.9 a.7 9.8
12.0 104 83 9.5 8.4 85
13.0 0.2 71 a3 72 74
14.0 g1 6.1 73 6.2 6.4
15.0 7.2 L2 6.5 54 LN
16.0 6.4 44 &7 46 49
18.0 61 31 4.4 34 3.7
200 4.0 21 34 24 27
22.0 3.1 1.2 25 16 1.9
24.0 24 1.8 1.2
26.0 1.7 1.2
28.0 1.2
SLI Code 1000
TV
permitted 12 mis 10 mis
windspeed
GMK 51301 3109 345 en 2-337



Main boom

Lifting capacity charts acc. to EN 13000 ( DIN / 150 )

31037
Crane with 11 t counterweight
(outrigger base 7,800 x 7,500 m)
Main boom - fixed length in m
2213 22159 2225 22.30 2235 22.38 2240 22.44 2248
Tel. sec. | 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.50 1.00
Tel. sec. Il 0.00 0.00 0.00 0.00 0.00 0.50 1.00 0.50 0.00
Tel. sec. Il 0.00 0.00 0.00 0.50 1.00 0.50 0.00 0.00 0.00
Tel. sec. IV (.00 0.50 1.00 0.50 0.00 0.00 0.00 0.00 0.00
Tel. sec. V 1.00 0.50 0.00 0.00 0.00 0.00 0.00 0.00 0.00
S|E’-"¢’il‘|g 3607
range
Padius inm Lifting capacities in t
3.0 345 44.0 42.0 E2.0 40.0 2.0 38.0 81.0 36.0
4.0 305 425 37.0 2.0 40.0 7.0 38.0 71.0 36.0
50 275 38.0 325 465 40.0 63.56 38.0 62.0 36.0
6.0 245 34.0 205 42.0 36.0 49.0 38.0 47.0 36.0
7.0 225 31.0 26.5 38.0 32.6 39.5 38.0 TR 36.0
8.0 205 28.5 24.5 .0 30.0 326 36 30.5 29.5
a0 1849 26.0 225 285 275 27.0 26.5 2585 245
10.0 176 24.0 205 245 24.0 23.0 225 2156 20.5
11.0 164 225 191 2156 20.5 20.0 19.2 18.4 17.6
12.0 164 192 17.9 18.2 17.6 17.0 16.3 15.6 14.9
13.0 145 16.7 16.1 15.8 151 146 1359 13.3 126
14.0 1356 14.7 14.1 13.8 131 12.7 12.0 114 10.6
15.0 12.8 13.0 12.4 121 115 11.0 10.3 Q.7 9.1
16.0 11.7 1156 11.0 10.7 101 9.6 9.0 8.4 77
18.0 9.4 2.3 8.7 85 7a 74 6.7 6.2 64
SLI Code 1400
TV
. 14 m/s 12 mfs 14 mis 12 mis 14 m's
permitted
windspsed
2-238 23109 345 en GMK 5130-1



Lifting capacity charts acc. to EN 13000 { DIN / 150 )

Main boom

31037
Crane with 11 t counterweight
(outrigger base 7,800 X 7,500 m)
Main boom - fixed length in m
26.80 26.91 27.05 2716 31.48 .66 31.84 36.20 36.28 36.45
Tel. sec. | 0.00 0.00 0.00 0.50 0.00 0.00 0.50 0.00 0.00 0.50
Tel. sec. I 0.00 0.00 Q.50 0.50 0.00 0.50 0.50 0.00 0.50 0.50
Tel. sec. Il 0.00 0.50 Q.50 0.50 0.00 0.50 0.50 0.50 0.50 0.50
Tel. sec. IV 0.50 0.50 Q.50 0.00 1.00 0.50 0.50 1.00 0.60 0.50
Tel. sec. V 1.00 0.50 0.00 0.00 1.00 0.50 0.00 1.00 1.00 0.50
Slewing 360°
range
Radius inm Lifting capacities in t
3.0 335 44.0 2.0 65.0
4.0 30.0 44.0 2.0 65.0 25.0 44.0 50.0
5.0 27.0 39.5 505 57.0 225 40.5 49.5 225 28,5 38.0
6.0 24.0 36.5 46.0 44.0 205 7.5 42.0 21.0 26.5 ar.o
7.0 22.0 32.0 38.0 35.5 187 34.5 345 19.4 25.0 335
8.0 20.0 205 .5 29.5 174 3.0 28.5 181 23.5 28.5
9.0 16.4 27.0 26.5 25.0 16.8 26.5 245 16.9 22.0 245
10.0 17.1 24.5 23.0 21.0 14.6 23.0 21.0 16.8 20.5 21.0
11.0 15.9 21.5 20.0 18.2 13.3 20.0 18.3 14.7 19.2 185
12.0 14.9 191 17.6 159 124 17.8 16.0 13.6 17.9 16.3
13.0 13.7 16.8 ) 1 13.9 1.7 15.9 144 12.8 16.1 145
14.0 129 14.8 1356 12.1 11.0 14.3 125 121 14.5 13.0
15.0 12.2 13.1 1189 10.5 10.3 12.8 111 11.4 13.1 11.6
16.0 1156 11.7 10.5 = 9.8 11.4 9.9 10.8 11.9 10.4
18.0 10.1 9.4 8.2 6.9 8.8 9.1 7.7 9.8 9.7 8.4
20.0 8.3 7.6 6.5 L | 8.0 7.3 5.9 a.6 a.0 6.7
220 6.9 6.2 51 3.8 7.1 59 4.5 7.2 6.6 53
24.0 2.7 5.9 4.8 3.4 6.0 54 4.2
26.0 5.0 3.9 2.6 &1 4.5 3.3
28.0 4.2 a1 1.8 4.3 a7 25
30.0 a8 3d 1.9
32.0 aq 2.5 14
SLI Code 1400
Mo,
permitted 14 m/s 12 mis
windspeed
GMK 51301 3109 345 en 2-239



Main boom Lifting capacity charts acc. to EN 13000 ( DIN /150 )

31037H
Crane with 11 t counterweight
(outrigger base 7,800 X 7,500 m)
Main boom - fixed length in m
40.93 41.07 41.24 45.68 4574 4599
Tel. sec. | 0.00 0.50 1.00 0.00 0.50 1.00
Tel. sec. |l 0.00 0.50 0.50 0.50 0.50 1.00
Tel. sec. lll 1.00 0.50 0.50 1.00 0.50 0.50
Tel. sec. IV 1.00 0.50 0.50 1.00 1.00 0.50
Tel. sec. V 1.00 1.00 0.50 1.00 1.00 0.50
Slewing 3E0°
range
Badius in m Lifting capacities in t
6.0 19.0 26.0 28.0 16.5 19.0 20.5
7.0 17.9 25.0 28.0 16.5 18.4 205
8.0 16.8 24.0 26.0 16.5 18.5 205
9.0 15.7 225 22.5 15.8 17.7 205
10.0 14.7 21.0 19.5 15.0 16.9 185
11.0 136 18.6 17.0 14.2 16.2 16.3
12.0 126 16.5 15.0 13.2 15.5 14.4
13.0 11.8 14.8 13.3 126 14.6 12.8
14.0 114 13.2 1.9 11.8 13.2 11.4
1E.0 106 12.0 10.6 11.2 12.0 101
16.0 a4 10.8 9.4 10.6 10.9 9.0
18.0 849 8.9 7.5 9.6 9.0 7.2
20.0 8.0 7.3 6.0 8.1 7.5 £7
220 71 6.0 4.7 6.9 6.2 45
24.0 549 4.9 a7 5.7 52 35
26.0 5.0 3.9 2.8 4.8 4.3 2.7
28.0 42 3.2 21 4.0 35 2.0
30.0 a5 25 1.4 3.3 2.8 1.4
32.0 24 1.9 248 2.2
34.0 2.4 1.5 23 1.8
36.0 2.0 14 1.8 1.3
38.0 16
40.0 11
SLI Code 1400
Moaoc.
permitted 12 mfs 11 mis 12 m's
windspeed

2-240 3109 345 en GMK 5130-1



Lifting capacity charts acc. to EN 13000 [ DIN/ 150 ) Main boom
31037
Crane with 11 t counterweight
(outrigger base 7,800 X 7,500 m)
Main boom - fixed length in m
80.43 60.71 6.2 £5.39 60.00
Tel. sec. | 0.00 1.00 0.E0 1.00 1.00
Tel. sec. Il 1.00 1.00 1.00 1.00 1.00
Tel. sec. Il 1.00 1.00 1.00 1.00 1.00
Tel. sec. IV 1.00 0.50 1.00 1.00 1.00
Tel. sec. V 1.00 0.50 1.00 0.50 1.00
Slewing 3E0°
range
Badius in m Lifting capacities in t
7.0 13.6 16.0
8.0 136 16.0 1.0 116
Q.0 136 16.0 1.0 116 10.0
10.0 136 16.0 1.0 116 10.0
11.0 13.6 15.8 1.0 116 10.0
12.0 131 14.0 1.0 116 10.0
13.0 126 1256 1.0 116 10.0
14.0 12.0 111 1.0 112 10.0
15.0 116 9.9 1.0 10.0 10.0
16.0 10.8 88 10.0 a0 91
18.0 9.0 71 a3 7.3 75
20.0 75 &7 6.9 59 6.1
22.0 6.3 4.5 &7 4.7 &0
24.0 53 35 48 38 41
26.0 4.5 27 39 3.0 3.3
28.0 3.7 20 3.3 23 26
30.0 3 14 2.6 1.7 2.0
32.0 25 21 1.2 16
34.0 2.0 1.7 11
36.0 1.6 1.2
38.0 1.2
SLI Code 1400
Man.
permitted 10 mfs
windspeed
GMK 5130-1 3109 345 en 2 - 241






Lifting capacity charts acc. to EN 13000 { DIN / 150 )

Main boom

3103725
Crane with 18.5 t counterweight
(outrigger base 7,800 X 7,500 m)
Main boom - fixed length in m
12.90 17.52 17.57 17.63 17.65 17.69
Tel. sec. | 0.00 0.00 0.00 0.00 0.00 0.50
Tel. sec. Il 0.00 0.00 0.00 0.00 0.50 0.00
Tel. sec. Il 0.00 0.00 0.00 0.50 0.00 0.00
Tel. sec. IV 0.00 0.00 0.50 0.00 0.00 0.00
Tel. sec. V 0.00 Q.50 0.00 0.00 0.00 0.00
Slewing 360°
range
Badius in m Lifting capacities in t
3.0 1.0 44.0 2.0 72.0 86.0 as.0
4.0 7r.o 44.0 2.0 72.0 76.5 76.0
5.0 65.5 40.0 2.0 66.0 65.5 65.0
6.0 56.5 36.5 50.0 57.0 56.5 56.0
7.0 485 33.0 45.0 50.0 49.5 49,0
8.0 425 a0.5 41.0 43.0 42.0 40.6
9.0 35.0 28.5 36.5 36.0 3k.0 34.0
10.0 29.0 26.5 0.6 295 29.0 28.0
11.0 25.0 26.0 25.0 24.0 235
12.0 225 22.0 2156 205 19.8
13.0 19.8 18.3 18.7 17.9 17.0
14.0 17.4 1649 16.3 15.6 14.7
SLI Code 1700
Manc.
permitted 9 m/s 14 mis 10 mfs 9 m/s
windspeed
GME 5130-1 3109 345 en 2-165



Main boom

Lifting capacity charts acc. to EN 13000 { DIN / 150 )

3103725
Crane with 18.5 t counterweight
(outrigger base 7,800 x 7,500 m)
Main boom - fixed length in m
2213 2219 22.25 22.30 22.35 22.38 22.40 22.44 22.48
Tel. sec. | 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.50 1.00
Tel. sec. Il 0.00 0.00 0.00 0.00 0.00 0.50 1.00 0.50 0.00
Tel. sec. 0.00 0.00 0.00 0.50 1.00 0.50 0.00 0.00 0.00
Tel. sec. IV 0.00 0.50 1.00 0.50 0.00 0.00 0.00 0.00 0.00
Tel. sec. V 1.00 0.50 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Slewing 3607
range
Padius inm Lifting capacities in t
3.0 34.5 44.0 42.0 2.0 40.0 72.0 38.0 81.0 36.0
4.0 0.5 426 37.0 2.0 40.0 71.0 38.0 71.0 36.0
5.0 276 380 32.5 46.5 40.0 63.5 38.0 63.5 36.0
6.0 245 34.0 29.5 42.0 36.0 7.0 38.0 k6.0 36.0
7.0 225 Ao 26.5 38.0 325 48.0 38.0 46.0 36.0
8.0 20.6 28.5 24.5 .5 a0.0 40.0 38.0 38.0 36.0
2.0 1848 26.0 22.5 32.0 27.5 34.0 33.0 32.0 3.0
10.0 176 24.0 20.5 295 255 29.0 28.0 275 26.5
11.0 164 225 191 26.5 23.5 25.0 245 235 23.0
12.0 164 21.0 17.9 225 22.0 215 21.0 20.0 19.4
13.0 145 195 16.8 198 194 18.6 179 17.3 16.6
14.0 135 18.3 158 174 16.8 16.3 166 16.0 14.3
15.0 128 16.3 14.9 1656 14.8 14.4 137 1341 12.4
16.0 124 146 13.9 138 13.2 12.7 124 115 10.8
18.0 1141 12.0 11.4 112 105 101 9.5 8.9 8.2
SLI Code 1700
Max. 14 m/s 12m/s | 14mis | 1om/is | 12mis | 1omis | 13mis
permitted
windspeed
2-166 3109 345 en GMK 5130-1



Lifting capacity charts acc. to EN 13000 ( DIN /150 )

Main boom

3103725
Crane with 18.5 t counterweight
(outrigger base 7,800 x 7,500 m)
Main boom - fixed length in m
26.80 26.91 27.08 2716 31.48 31.66 31.84 38.20 36.28 36.45
Tel. sec. | 0.00 0.00 0.00 0.50 0.00 0.00 0.50 0.00 0.00 0.50
Tel. sec. Il 0.00 0.00 0.50 0.50 0.00 0.50 0.50 0.00 0.50 0.50
Tel. sec. Il 0.00 0.50 0.50 0.50 0.00 0.50 0.50 0.50 0.50 0.50
Tel. sec. IV 0.50 0.50 0.50 0.00 1.00 0.50 0.50 1.00 0.50 0.50
Tel. sec. V 1.00 0.50 0.00 0.00 1.00 0.50 0.00 1.00 1.00 0.50
S|E’-"¢’il‘|g 307
range
Radius inm Lifting capacities in t
3.0 33.5 44.0 52.0 65.0
4.0 30.0 44.0 2.0 B5.0 250 44.0 E0.0
ED 27.0 305 E0.5 60.5 225 40.5 495 2258 285 38.0
6.0 24.0 36.5 48.0 E4.0 205 ar.h 47.0 21.0 26.5 ar.0
7.0 22.0 32.0 425 44.0 18.7 34.5 42.0 19.4 25.0 35.0
8.0 20.0 205 38.5 38.5 174 32.0 3.5 181 235 33.0
9.0 18.4 27.0 33.0 3.0 1E6.8 30.0 30.5 16.9 220 30.0
10.0 171 2E.0 285 285 14.6 275 285 15.8 205 285
11.0 154 235 25.0 235 13.3 25.0 23.0 14.7 19.2 23.0
12.0 14.9 220 22.0 20.5 12.4 225 205 138 18.2 205
13.0 13.7 205 19.6 181 11.7 20.0 18.2 12.8 17.2 185
14.0 12.9 185 17.2 15.7 11.0 181 16.3 121 16.3 16.7
1E.0 12.2 16.5 15.2 13.8 10.3 16.1 146 11.4 16.5 15.1
16.0 115 14.8 136 12.2 9.8 14.4 13.0 10.8 14.8 13.7
18.0 10.4 121 10.9 9.6 8.8 11.8 10.4 9.8 12.4 11.2
20.0 9.5 10.0 8.9 76 a.0 9.7 8.3 8.0 10.4 9.1
22.0 8.8 8.4 7.3 6.1 7.3 841 6.8 a.2 a7 7.5
24.0 48 6.3 6.8 LY 7.5 74 6.3
26.0 5.8 58 4.5 6.5 6.3 52
28.0 54 49 3.6 6.0 54 413
30.0 52 47 36
32.0 46 4.0 2.9
SLI Code 1700
Max. 14 mis 13mis | 12mis | 14mis 13 m/s 12 m/s
permitted
windspeed
GME 51301 3109 345 en 2-167



Main boom Lifting capacity charts acc. to EN 13000 ( DIN /150 )

3103 725
Crane with 18.5 t counterweight
(outrigger basa 7,800 X 7,500 m)
Main boom - fixed length in m
40.93 41.07 41.24 45.68 45.74 4599
Tel. sec. | 0.00 0.50 1.00 0.00 0.50 1.00
Tel. sec. Il 0.00 0.50 0.50 0.50 0.50 1.00
Tel. sec. lll 1.00 0.50 0.50 1.00 0.50 0.50
Tel. sec. IV 1.00 0.50 0.50 1.00 1.00 0.50
Tel. sec. V 1.00 1.00 0.50 1.00 1.00 0.50
Slewing 3E0°
range
Badius inm Lifting capacities in t
6.0 19.0 26.0 28.0 16.5 19.0 205
7.0 17.9 25.0 28.0 165 16.9 206
8.0 16.8 24.0 28.0 165 18.5 205
2.0 167 225 26.5 168 17.7 206
10.0 147 21.5 24.5 15.0 16.9 20.5
11.0 135 205 21.5 142 16.2 205
12.0 126 19.3 182 13.2 16.6 184
13.0 118 16.4 17.2 125 14.8 16.5
14.0 114 16.9 155 11.8 13.8 1449
15.0 1056 16.3 134 11.2 13.2 134
16.0 9.9 14.0 126 10.6 12.6 122
18.0 g9 11.8 104 9.5 11.6 104
20.0 8.0 9.8 8.7 8.7 101 8.4
22.0 7.3 a.2 71 8.0 8.5 7.0
24.0 6.2 6.9 58 7.3 7.2 5.8
26.0 5.7 58 A7 6.3 6.1 47
28.0 6.3 4.9 3.8 5.7 5.2 3.8
30.0 4.8 4.1 31 5.0 4.4 34
32.0 4.5 a5 2.4 4.3 3.8 2.4
34.0 3.9 2.9 19 a7 a.z 1.8
36.0 3.4 2.4 14 3.2 2.7 1.3
38.0 2.7 2.3
40.0 2.4 19
42.0 2.0 1.5
SLI Code 1700
Moaoc.
permitted 11 mfs 10 m's
windspeed

2-168 3109 345 en GMK 5130-1



Lifting capacity charts acc. to EN 13000 [ DIN / 150 ) Main boom
3103725
Crane with 18.5 t counterweight
(outrigger base 7,800 x 7,500 m)
Main boom - fixed length inm
5043 60.71 E£6.21 556,39 60.00
Tel. sec. | 0.00 1.00 0.50 1.00 1.00
Tel. sec. |l 1.00 1.00 1.00 1.00 1.00
Tel. sec. 1l 1.00 1.00 1.00 1.00 1.00
Tel. sec. IV 1.00 0.50 1.00 1.00 1.00
Tel. sec. V 1.00 0.50 1.00 0.50 1.00
S|E’Nil‘|g 3E0°
range
Radius in m Lifting capacities in t
7.0 136 16.0
8.0 136 16.0 11.0 116
9.0 136 16.0 11.0 116 10.0
10.0 136 16.0 11.0 116 10.0
11.0 13.5 16.0 11.0 116 10.0
120 131 16.0 11.0 116 10.0
13.0 126 16.0 11.0 116 10.0
14.0 12.0 145 11.0 1B 10.0
15.0 115 13.2 11.0 116 10.0
16.0 11.0 12.0 11.0 116 10.0
18.0 101 2.9 104 101 10.0
200 a2 83 9.4 85 8.6
22.0 8.5 .9 a1 7 74
24.0 75 L% 7.0 6.0 6.3
26.0 6.4 48 6.0 51 53
28.0 66 4.0 &A1 4.3 4.6
30.0 4.7 3.2 4.4 3.6 348
320 4.0 26 a7 249 3.2
34.0 34 20 a1 2.3 2.7
36.0 29 16 26 1.8 22
38.0 25 1.0 2.2 14 1.7
40.0 21 1.8 1.0 1.3
420 1.7 14 1.0
44.0 14 11
46.0 14
SLI Code 1700
Manc.
permitted am's 10 mfs am's & mis
windspeed
GMK 5130-1 31090 345 en 2-169



Lifting capacity charts acc. to EN 13000 { DIN /150 )

Main boom

3103723
Crane with 23.5 t counterweight
(outrigger base 7,800 X 7,500 m)
Main boom - fixed length in m
12.90 17.52 17.57 17.63 17.65 17.69
Tel. sec. | 0.00 0.00 0.00 0.00 0.00 0.50
Tel. sec. Il 0.00 0.00 0.00 0.00 0.50 0.00
Tel. sec. Il 0.00 0.00 0.00 0.50 0.00 0.00
Tel. sec. IV 0.00 0.00 0.50 0.00 0.00 0.00
Tel. sec. V 0.00 0.50 0.00 0.00 0.00 0.00
Slewing 360°
range
Radius in m Lifting capacities in t
3.0 2] 44.0 2.0 72.0 8e.0 ae.0
4.0 7rb 44.0 2.0 72.0 6.5 76.0
5.0 66.5 40.0 2.0 67.0 66.5 65.56
6.0 575 36.5 50.0 58.0 E7.b 56.5
7.0 G505 33.0 45.0 5.0 E0.0 49.5
8.0 445 305 41.0 45.0 445 44.0
9.0 358.0 28.5 376 39.5 39.0 3a.0
10.0 ) 26.5 4.5 335 az2h 35
11.0 25.0 29.0 285 27.5 26.5
12.0 235 26.0 245 235 23.0
13.0 225 220 215 205 19.7
14.0 19.9 194 18.7 168.0 174
SLI Code 1900
Maoc.
. 9 m/s 13 mis 10 mis 9 m/s Emis
permitted
windspeed
GMEK 5130-1 3109 345 en 2-117



Main boom

Lifting capacity charts acc. to EN 13000 ( DIN /150 )

3103723
Crane with 23.5 t counterweight
(outrigger basa 7,800 X 7,500 m)
Main boom - fixed length in m
2213 2219 22.25 22.30 22.35 22.38 22.40 22.44 2248
Tel. sec. | 0.00 0.00 0.00 0.00 (.00 0.00 0.00 0.50 1.00
Tel. sec. |l 0.00 0.00 0.00 0.00 (.00 0.50 1.00 0.50 0.00
Tel. sec. Il 0.00 0.00 0.00 0.50 1.00 0.50 0.00 0.00 0.00
Tel. sec. IV 0.00 0.50 1.00 0.50 (.00 0.00 0.00 0.00 0.00
Tel. sec. V 1.00 0.50 0.00 0.00 0.00 Q.00 0.00 0.00 0.00
Slewing 3E0°
range
Badius inm Lifting capacities in t
3.0 345 44,0 42.0 2.0 40.0 72.0 38.0 81.0 36.0
4.0 305 42.5 37.0 £2.0 40.0 1.0 38.0 71.0 36.0
5.0 275 38.0 32.5 46.5 40.0 63.5 38.0 63.5 36.0
6.0 24.5 34.0 20.5 42.0 36.0 &7.0 38.0 57.0 36.0
7.0 225 H.0 26.5 380 325 Ei.D 38.0 4956 36.0
8.0 205 28.5 24.5 34.5 30.0 45.0 38.0 43.0 36.0
9.0 18.9 26.0 225 32.0 275 38.0 37.0 365 35.5
10.0 17.6 24.0 20.56 295 255 33.0 32.0 HO 30.5
11.0 16.4 225 191 27.5 235 28.5 275 270 26.0
12.0 15.4 21.0 17.9 26.5 22.0 24.5 24.0 23.0 225
13.0 14.5 19.5 16.8 225 20.5 2156 205 200 19.3
14.0 13.56 18.4 15.8 199 19.1 18.7 184 17.4 16.7
15.0 12.8 17.4 14.9 17.7 17.1 16.6 15.9 15.3 14.6
16.0 121 16.6 13.9 159 16.2 14.8 144 1356 12.8
18.0 111 13.7 12.6 129 12.3 11.9 11.2 10.7 10.0
SLI Code 1900
Max. Mms | 13mis | 1ams | 12mis | 13mis | omis | tomis | omis | 10mis
permitted
windspeed
2-118 3109 345 en GMK 5130-1



Lifting capacity charts acc. to EN 13000 ( DIN / 150 )

Main boom

3103723
Crane with 23.5t counterweight
(outrigger base 7,800 X 7,500 m)
Main boom - fixed length in m
26.80 26.91 27.05 2716 31.48 31.66 31.84 36.20 36.28 36.45
Tel. sec. | 0.00 0.00 0.00 0.50 0.00 0.00 0.50 0.00 0.00 0.50
Tel. sec. I 0.00 0.00 0.50 0.50 0.00 0.50 0.50 0.00 0.50 0.50
Tel. sec. Il 0.00 0.50 0.50 0.50 0.00 0.50 0.50 0.50 0.50 0.50
Tel. sec. IV 0.50 0.50 0.60 0.00 1.00 0.50 0.50 1.00 0.50 0.50
Tel. sec. V 1.00 0.50 0.00 0.00 1.00 0.50 0.00 1.00 1.00 0.50
Slewing 360°
range
Padius inm Lifting capacities in t
3.0 33.5 44.0 2.0 65.0
4.0 30.0 44.0 2.0 65.0 25.0 44.0 50.0
5.0 27.0 395 E0.B 60.5 225 40.5 49.5 225 28.5 38.0
6.0 24.0 365 46.0 E4.h 205 37.h 47.0 21.0 26.5 ar.o
7.0 22.0 32.0 425 49.5 187 34.5 44.0 19.4 25.0 35.0
8.0 20.0 205 39.0 4.5 174 32.0 40.0 18.1 235 33.0
2.0 18.4 27.0 36.5 35.0 15.8 30.0 34.5 16.9 220 Y
10.0 17.1 25.0 325 30.5 14.6 27.5 30.0 16.8 205 29.5
11.0 15.9 23.5 28.5 26.5 13.3 26.0 26.5 14.7 19.2 26.5
12.0 14.9 220 25.0 235 124 245 23.5 13.6 18.2 23.5
13.0 13.7 205 22.0 20.5 11.7 225 21.0 12.8 17.2 21.0
14.0 12.9 194 19.6 18.2 11.0 205 18.8 12.1 16.3 191
15.0 12.2 18.0 17.4 16.0 10.3 18.3 16.9 11.4 15.5 17.4
16.0 11.5 16.8 156 14.2 9.8 16.5 15.0 10.8 14.8 168
18.0 10.4 139 12.7 11.4 a.8 13.5 121 9.8 13.3 13.0
20.0 9.5 11.6 106 9.2 8.0 11.3 9.9 9.0 11.9 10.7
22.0 a.8 9.8 a.7 7.5 7.3 9.5 a.2 a.2 10.1 a.9
24.0 6.1 6.3 ad 6.8 7.5 a.7 7.5
26.0 5.8 6.9 5.6 6.5 7.5 6.4
28.0 5.4 6.0 4.7 6.1 6.5 54
30,0 B &7 4.6
32.0 5.2 49 3.9
SLI Code 1800
Max. 1amis | 13m/s | 11m/s | 10m/s | 14 mis 12 mis 11 m/s
permitted
windspeed
GME 5130-1 23109 345 en 2-119



Main boom

Lifting capacity charts acc. to EN 13000 { DIN /150 )

3103723
Crane with 23.5 t counterweight
(outrigger base 7,800 x 7,500 m)
Main boom - fixed length in m
40.93 41.07 4124 45.68 45.74 4599
Tel. sec. | 0.00 0.60 1.00 0.00 0.50 1.00
Tel. sec. I 0.00 0.60 0.50 0.50 0.50 1.00
Tel. sec. Il 1.00 0.60 0.50 1.00 0.50 0.50
Tel. sec. IV 1.00 0.60 0.50 1.00 1.00 0.50
Tel. sec. V 1.00 1.00 0.50 1.00 1.00 0.50
Slewing 3E0°
range
Badius in m Lifting capacities in t
6.0 19.0 26.0 28.0 16.5 19.0 20.6
7.0 179 25.0 28.0 165 16.9 20.6
8.0 16.8 24.0 28.0 165 185 20.6
9.0 167 225 26.5 158 17.7 20.6
10.0 14.7 215 25.0 16.0 16.9 206
11.0 135 20.5 235 14.2 16.2 20.6
12.0 126 19.3 220 13.2 1 195
13.0 11.8 18.4 18.7 125 14.8 186
14.0 114 1756 178 118 13.8 i7.2
15.0 105 16.7 16.2 11.2 13.2 166
16.0 9.9 16.0 14.7 10.6 126 142
18.0 g.9 13.6 12.3 9.6 11.6 1148
20.0 8.0 11.4 10.2 B.7 10.7 10,0
22.0 7.3 9.6 8.5 8.0 9.9 8.5
24.0 6.2 8.2 71 7.3 8.5 7.0
26.0 6.7 7.0 59 6.3 7.3 549
28.0 5.3 6.0 449 5.0 6.3 4.4
30.0 4.8 654 4.1 5.4 5.4 4.0
32.0 4.5 4.4 3.3 5.1 4.7 3.3
34.0 4.2 3.8 27 4.6 4.1 27
36.0 3.9 3.2 2.2 4.0 3.5 2
38.0 3.5 3.0 1.7
40.0 3.1 28 1.2
42.0 2.7 2.2
SLI Code 1900
M.
permitted 11 m's 10 mfs 9 m/s
windspeed
2-120 3109 345 en GMK 5130-1



Lifting capacity charts acc. to EN 13000 { DIMN / 150 ) Main boom
3103723
Crane with 23.5 t counterweight
(outrigger base 7,800 X 7,500 m)
Main boom - fixed length inm
50.43 0.7 BE.2H 55.39 60.00
Tel. sec. | 0.00 1.00 0.60 1.00 1.00
Tel. sec. |l 1.00 1.00 1.00 1.00 1.00
Tel. sec. lll 1.00 1.00 1.00 1.00 1.00
Tel. sec. IV 1.00 0.50 1.00 1.00 1.00
Tel. sec. V 1.00 0.60 1.00 0.50 1.00
Slewing 3607
range
Radius inm Lifting capacities in t
7.0 135 16.0
8.0 135 16.0 11.0 116
9.0 135 16.0 11.0 116 10.0
10.0 135 16.0 11.0 116 10.0
11.0 1356 16.0 10,0
12.0 134 16.0 10.0
13.0 126 16.0 10.0
14.0 12.0 15.8 10.0
16.0 1156 162 10.0
16.0 11.0 14.0 11.0 116 10.0
18.0 104 11.7 10.4 116 10.0
20.0 9.2 949 9.6 10.0 9.7
22.0 8.5 8.4 a.9 8.6 8.8
24.0 7.8 7.2 a.3 T4 7.6
26.0 7.3 6.0 7.2 6.3 6.6
28.0 6.5 5.0 6.2 B4 5.7
30.0 5.7 4.2 b4 4.6 449
32.0 4.9 3.5 4.6 3.8 4.2
34.0 4.3 248 4.0 3.2 3.6
36.0 3.7 23 3.4 26 3.0
38.0 3.2 1.8 2.9 22 25
40.0 2.8 1.4 2.5 1.7 2.1
42.0 24 1.0 21 1.3 1.7
44.0 2.0 1.7 1.0 1.3
46.0 1.7 14 1.0
48.0 14
SLI Code 1800
Mao.
permitted 8 m/s
windspsed
GMK 51301 3109 345 en 2-121



Lifting capacity charts acc. to EN 13000 { DIN / 150 )

Main boom

3103721
Crane with 28.5 t counterweight
(outrigger base 7,800 X 7,500 m)
Main boom - fixed length in m
12.90 17.52 17.57 17.63 17.65 17.69
Tel. sec. | 0.00 0.00 0.00 0.00 0.00 0.50
Tel. sec. I 0.00 0.00 0.00 0.00 0.50 0.00
Tel. sec. Il 0.00 0.00 0.00 0.50 0.00 0.00
Tel. sec. IV 0.00 0.00 0.50 0.00 0.00 0.00
Tel. sec. V 0.00 Q.50 0.00 0.00 0.00 0.00
Slewing 360°
range
Radius inm Lifting capacities in t
3.0 925 44.0 2.0 72.0 86.0 ae.0
4.0 78.0 44.0 2.0 72.0 76.5 76.0
5.0 &67.0 40.0 2.0 &67.0 67.0 ge.0
6.0 58.0 36.5 &0.0 585 £8.0 E7.b
7.0 51.0 33.0 45.0 5156 1.0 &0.0
8.0 455 30.5 41.0 46.0 45.0 445
9.0 40.5 285 ar.s 1.0 40.5 38,5
10.0 b 26.5 4.5 37.0 36.0 35.0
11.0 25.0 32.0 ) N0 30.0
12.0 235 28.0 275 26.5 255
13.0 225 24.5 24.0 23.0 2256
14.0 215 215 21.0 205 19.5
SLI Code 2100
Mz
permitted am's 12 m/s 10 m/fs &m's
windspeed
GMK 5130-1 3108 345 en 2-69



Main boom

Lifting capacity charts acc. to EN 13000 ( DIN /150 )

3103721
Crane with 28.5 t counterweight
(outrigger basa 7,800 X 7.500 m)
Main boom - fixed length in m
2213 2219 22.25 22.30 2235 22.38 22.40 22.44 2248
Tel. sec. | 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.50 1.00
Tel. sec. I 0.00 0.00 0.00 0.00 0.00 0.50 1.00 0.50 0.00
Tel. sec. Il 0.00 0.00 0.00 0.50 1.00 0.50 0.00 0.00 0.00
Tel. sec. IV 0.00 0.50 1.00 0.50 0.00 0.00 0.00 0.00 0.00
Tel. sec. V 1.00 0.50 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Slewing 360°
range
Badius in m Lifting capacities in t
3.0 345 44.0 42.0 2.0 40.0 72.0 38.0 81.0 36.0
4.0 305 42 5 ar.0 52.0 40.0 7.0 38.0 7.0 38.0
B0 275 38.0 32.5 46.5 40.0 635 38.0 63.5 36.0
6.0 245 34.0 20.5 42.0 36.0 57.0 38.0 7.6 36.0
7.0 225 H.0 26.5 38.0 32.5 515 38.0 ED.& 36.0
8.0 205 28.5 245 345 30.0 455 38.0 44 5 38.0
9.0 18.9 26.0 22.5 32.0 275 41.0 37k 40.0 3B.0
10.0 176 24.0 20.5 285 255 365 35.0 35.0 34.0
11.0 16.4 225 194 275 235 35 3.0 30.0 205
12.0 15.4 21.0 17.9 265 22.0 275 265 26.0 255
13.0 145 18.5 16.8 24.0 205 24.0 23.0 225 22.0
14.0 135 18.4 1E.8 22.0 191 21.0 205 19.8 19.1
15.0 12.8 17.4 14.9 19.9 181 18.8 181 176 16.8
16.0 121 16.6 13.9 17.9 171 16.8 16.1 16.6 14.9
18.0 11.1 15.1 12.6 14.7 141 13.6 13.0 1256 11.7
SLI Code 2100
Max. 1amis | 13mis | 1am/s | 1Tmis | 12mis | 8mis 9 m/s 8 mis 9 m/s
permitted
windspsed
2-70 3109 345 en GMK 5130-1



Lifting capacity charts acc. to EN 13000 { DIN / 150 ) Main boom
3103721
Crane with 28.5t counterweight
{outrigger base 7,800 X 7.500 m)
Main boom - fixed length inm
26.80 26.91 27.05 2716 31.48 31.66 31.84 36.20 36.28 36.45
Tel. sec. | 0.00 0.00 0.00 Q.50 0.00 0.00 0.60 0.00 0.00 0.50
Tel. sec. |l 0.00 0.00 0.50 Q.50 0.00 0.50 0.60 0.00 0.60 0.50
Tel. sec. Il 0.00 0.50 0.50 Q.50 0.00 0.50 0.60 0.60 0.60 0.50
Tel. sec. IV 0.50 0.50 0.50 0.00 1.00 0.50 0.60 1.00 0.50 0.50
Tel. sec. WV 1.00 0.50 0.00 0.00 1.00 0.50 0.00 1.00 1.00 0.50
Slewing 360°
range
Badius in m Lifting capacities in t
3.0 33.5 44.0 5210 65.0
4.0 30.0 44.0 520 65.0 25.0 44.0 50.0
5.0 27.0 39.5 50.5 60.5 22.5 40.5 49.5 225 28.5 38.0
6.0 24.0 3ab.k 486.0 54.5 205 37.5 47.0 21.0 26.5 37.0
7.0 22.0 32.0 425 50.0 18.7 34.5 44.0 19.4 25.0 35.0
8.0 20.0 20.5 39.0 45.0 17.1 32.0 41.5 184 23.5 33.0
a0 184 27.0 36.5 39.0 16.8 30.0 385 16.9 220 3.5
10.0 174 25.0 33.5 34.0 14.6 27.5 33.5 15.8 20.5 29.5
11.0 15.8 23.5 .5 30.0 13.3 26.0 295 14.7 19.2 28.0
120 14.9 22.0 28.0 26.5 12.4 24.5 26.5 13.6 18.2 26.5
13.0 13.7 20.5 25.0 235 11.7 23.0 235 12.8 17.2 235
14.0 12.9 19.1 22.0 205 11.0 220 21.5 1241 16.3 21.5
15.0 12.2 18.0 196 18.2 10.3 205 19.0 11.4 16.5 19.6
16.0 115 17.0 17.6 16.2 98 185 17.0 10.8 14.8 17.9
18.0 10.4 15.4 14.4 134 a.8 15.3 13.9 9.8 13.3 14.7
20.0 9.5 13.1 12.0 10.7 8.0 12.8 11.4 9.0 12.2 12.2
22.0 8.8 11.2 101 8.8 73 10.8 9.5 a.2 11.3 10.3
24.0 7.4 6.3 9.3 a.0 7.5 9.9 a.a
26.0 L8 8.1 6.8 6.5 8.6 75
28.0 54 7.0 5.7 6.1 75 6.4
30.0 .6 6.6 656
32.0 5.2 5.8 4.8
SLI Code 2100
Max. 14mis | 12m/s 10 m/s 14mis | 11mis | 1omis | 12mis 10 m/s
permitted
windspeed
GMEK 5130-1 3109 345 en 2-71



Main boom Lifting capacity charts acc. to EN 13000 { DIMN / 150 )
3103721
Crane with 28.5 t counterweight
(outrigger base 7,800 X 7,500 m)
Main boom - fixed length inm
40.93 41.07 41.24 45.68 45.74 45,99
Tel. sec. | 0.00 0.50 1.00 0.00 0.50 1.00
Tel. sec. |l 0.00 0.50 0.50 0.0 0.50 1.00
Tel. sec. Ill 1.00 0.50 0.50 1.00 0.50 0.50
Tel. sec. IV 1.00 0.50 0.50 1.00 1.00 0.50
Tel. sec. VW 1.00 1.00 0.50 1.00 1.00 0.50
Slewing 3607
range
Padius inm Lifting capacities in t
6.0 19.0 26.0 28.0 165 19.0 205
7.0 17.9 25.0 28.0 16.5 189 20,5
8.0 16.8 24.0 28.0 165 185 205
9.0 167 225 26.5 168 17.7 205
100 147 215 25.0 16.0 16.9 205
110 136 205 235 14.2 16.2 205
120 126 19.3 225 13.2 165 185
130 118 184 21.0 126 148 18.6
14.0 1.1 175 18.7 118 138 177
15.0 105 16.7 18.3 1.2 13.2 16.8
16.0 8.9 16.0 16.8 106 1286 1549
18.0 B.9 147 14.1 9.6 1186 13.7
200 8.0 129 11.8 B.7 10.7 116
220 7.3 1.0 9.8 8.0 9.9 9.8
24.0 6.2 9.4 8.3 7.3 9.2 8.3
26.0 B.7 81 7.0 6.3 8.4 7.0
28.0 5.3 7.0 59 5.9 7.3 50
300 4.8 6.1 50 B4 6.4 50
320 4.5 53 42 B.A & 42
340 4.2 4.6 36 4.7 4.9 35
36.0 3.4 4.0 3.0 4.4 4.3 2.9
38.0 4.1 a8 24
40.0 3.8 3.3 1.9
420 3.4 29 1.5
SLI Code 2100
Mo,
permitted 11 m's 10 mfs amfs & m/s
windspeed
2-72 3109 345 en GMK 5130-1



Lifting capacity charts acc. to EN 13000 { DIN / 150 ) Main boom
3103721
Crane with 28.5t counterweight
{outrigger base 7,800 X 7,500 m)
Main boom - fixed length in m
50.43 60.71 5521 £5.39 G0.00
Tel. sec. | 0.00 1.00 Q.50 1.00 1.00
Tel. sec. |l 1.00 1.00 1.00 1.00 1.00
Tel. sec. 1.00 1.00 1.00 1.00 1.00
Tel. sec. IV 1.00 0.50 1.00 1.00 1.00
Tel. sec. V 1.00 0.50 1.00 0.50 1.00
Slewing 360°
range
Radius in m Lifting capacities in t
7.0 13.6 16.0
8.0 13.6 16.0 11.6
a0 13.6 16.0 116 10.0
10.0 13.5 16.0 1.6 10.0
11.0 13.6 16.0 11.0 11.6 10.0
12.0 131 16.0 11.0 11.6 10.0
13.0 12.6 16.0 11.0 1.6 10.0
14.0 12.0 15.8 11.0 11.6 10.0
15.0 11.6 15.2 11.0 11.6 10.0
16.0 11.0 14.5 11.0 116 10.0
18.0 1041 13.0 10.4 1.6 10.0
20.0 9.2 11.5 9.6 114 a7
22.0 8.5 949 8.9 10.0 91
24.0 7.8 8.5 8.3 8.7 8.6
26.0 7.3 7.2 7.7 7.5 78
28.0 6.6 6.1 7.0 6.5 6.8
30.0 5.9 52 6.3 .G L9
32.0 5.6 44 5.5 47 5.1
34.0 51 3.7 4.8 4.0 4.4
36.0 45 341 4.2 3.4 3.8
38.0 4.0 26 a7 249 3.3
40.0 3.5 2.1 3.2 2.4 28
42.0 31 1.7 2.8 2.0 23
44.0 2.7 1.3 24 1.6 2.0
46.0 2.3 1.0 2.0 1.3 1.6
48.0 1.7 1.3
50.0 1.4 1.0
SLI Code 2100
Manxx.
permitted am's 7m's amfs 7T mis
windspeed
GMK 5130-1 3109 345 en 2-73



Lifting capacity charts acc. to EN 13000 ( DIN / 150 )

Main boom

3103720
Crane with 40.1 t counterweight
(outrigger base 7,800 X 7,500 m)
Main boom - fixed length in m
12.90 17.52 17.57 17.63 17.65 17.69
Tel. sec. | 0.00 0.00 0.00 0.00 0.00 0.50
Tel. sec. Il 0.00 0.00 0.00 0.00 0.50 0.00
Tel. sec. Il 0.00 0.00 0.00 0.50 0.00 0.00
Tel. sec. IV 0.00 0.00 0.50 0.00 0.00 0.00
Tel. sec. V 0.00 Q.50 0.00 0.00 0.00 0.00
Slewing 360°
range
Padius inm Lifting capacities in t
3.0 93.5 44.0 2.0 72.0 86.0 ae.0
4.0 79.0 44.0 2.0 72.0 6.5 78.0
5.0 68.0 40.0 2.0 &67.0 67.5 &67.0
6.0 8.5 36.5 &0.0 60.0 59.0 8.6
7.0 k2.5 33.0 45.0 53.0 26 52.0
8.0 46.5 305 41.0 47.0 46.5 46.0
2.0 1.0 28.5 376 425 M5 41.0
10.0 b 26.5 4.5 38.0 a7 b ar.o
11.0 25.0 32.0 35.0 34.0 335
12.0 23.5 30.0 32.0 3.0 0.6
13.0 22.5 28.5 29.0 28.5 28.0
14.0 215 26.0 245 24.0 2356
SLI Code 2200
TV
permitted 12 mis 14 mfs 10 mis 8 m/s
windspeed
GME 5130-1 23109 345 en 2-43



Main boom

Lifting capacity charts acc. to EN 13000 ( DIN /150 )

3103720
Crane with 40.1 t counterweight
(outrigger base 7,800 x 7,500 m)
Main boom - fixed length in m
2213 2219 22.25 22.30 22.35 22.38 22.40 22.44 22.48
Tel. sec. | 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.50 1.00
Tel. sec. I 0.00 0.00 0.00 0.00 0.00 0.50 1.00 0.50 0.00
Tel. sec. Il 0.00 0.00 0.00 0.50 1.00 0.50 0.00 0.00 0.00
Tel. sec. IV 0.00 0.50 1.00 0.50 0.00 0.00 0.00 0.00 0.00
Tel. sec. V 1.00 0.50 0.00 0.00 0.00 0.00 0.00 0.00 0.00
S|E’-"¢’il‘|g 3E0°
range
Badius in m Lifting capacities in t
3.0 345 44.0 42.0 2.0 40.0 72.0 38.0 81.0 36.0
4.0 0.6 426 37.0 2.0 40.0 .0 38.0 71.0 36.0
5.0 275 38.0 32.5 46.5 40.0 63.5 38.0 63.5 36.0
6.0 245 4.0 20.5 42.0 36.0 57.0 38.0 TR 36.0
7.0 225 3.0 26.5 38.0 325 52.0 38.0 5156 36.0
8.0 20.6 28.5 24.5 4.5 0.0 47.0 38.0 46.0 36.0
2.0 1849 26.0 22.5 32.0 27.5 425 37k 41.0 36.0
10.0 176 24.0 20.5 295 255 33.0 35.0 37.0 355
11.0 164 225 191 275 235 45 325 335 325
12.0 164 21.0 17.9 2656 22.0 g 30.0 30.6 30.0
13.0 145 195 16.8 24.0 205 29.0 285 28.0 275
14.0 1356 18.4 158 225 191 26.5 26.0 255 245
15.0 128 17.4 14.9 2156 181 24.0 23.0 225 2210
16.0 121 16.6 13.9 20.0 171 215 21.0 205 19.6
18.0 1141 161 126 18.2 16.4 17.7 17.0 16.56 15.8
5L Code 2200
M.
permitted 14 mfs 10 mis 13 mis &8 mis
windspeed
2-44 3109 345 en GMEK 5130-1



Lifting capacity charts acc. to EN 13000 { DIN / 150 )

Main boom

3103720
Crane with 40.1 t counterweight
(outrigger base 7,800 x 7,500 m)
Main boom - fixed length in m
26.80 26.91 27.05 2716 31.48 31.66 31.84 36.20 36.28 36.45
Tel. sec. | 0.00 0.00 0.00 0.50 0.00 0.00 0.60 0.00 0.00 0.50
Tel. sec. |l 0.00 0.00 0.0 0.50 0.00 0.50 0.60 0.00 0.0 0.50
Tel. sec. 1l 0.00 0.60 0.0 0.50 0.00 0.50 0.60 0.60 0.0 0.50
Tel. sec. IV 0.50 0.60 0.60 0.00 1.00 0.50 0.60 1.00 0.50 0.50
Tel. sec. V 1.00 0.560 0.00 0.00 1.00 0.50 0.00 1.00 1.00 0.50
Slewing 360°
range
Radius inm Lifting capacities in t
3.0 335 44.0 2.0 65.0
4.0 30.0 44.0 52.0 65.0 25.0 44.0 ED.0
L0 27.0 395 50.5 60.5 225 40.5 495 225 28.5 38.0
6.0 24.0 365 46.0 64.5 205 7.5 47.0 21.0 26.5 37.0
7.0 22.0 320 425 50.0 18.7 34.5 44.0 19.4 25.0 35.0
8.0 20.0 295 39.0 46.0 174 32.0 41.5 184 235 33.0
a0 18.4 27.0 36.5 420 15.8 30.0 39.0 16.9 22.0 31.5
10.0 17.1 25.0 33.5 37.5 14.6 27.5 37.0 15.8 20.5 295
11.0 15.9 23.5 31.5 34.0 13.3 26.0 34.5 14.7 19.2 28.0
12.0 14.9 22.0 295 31.5 12.4 24.5 32.0 13.6 18.2 26.5
13.0 13.7 205 28.0 28.5 1.7 23.0 295 12.8 17.2 25.0
14.0 12.9 19.1 26.0 26.0 11.0 22.0 27.0 121 16.3 235
15.0 12.2 18.0 24.5 23.5 10.3 20.5 24.0 11.4 15.5 225
16.0 11.5 17.0 225 21.0 9.8 19.4 215 10.8 14.8 215
18.0 10.4 154 18.5 17.2 8.8 17.6 17.9 9.8 13.3 18.8
20.0 9.5 13.7 15.6 14.3 8.0 16.1 15.0 9.0 12.2 15.8
22.0 8.8 126 13.3 121 7.3 14.1 12.8 a.2 11.3 13.5
24.0 9.6 6.3 12.2 10.8 7.5 10.5 11.7
26.0 LR 10.7 9.4 6.5 9.9 104
28.0 L4 9.4 a.2 6.1 9.3 2.9
30.0 E.& a7 7.8
32.0 5.2 a.0 6.9
SLI Code 2200
Max. 14mis | 12 m/s 8 mis 14m/s | 9m/s | 7Tmis | 12m/s | emis | smis
permitted
windspeed
GMK 5130-1 3109 345 en 2-45



Main boom

Lifting capacity charts acc. to EN 13000 { DIN / 150 )

3103720
Crane with 40.1 t counterweight
(outrigger base 7,800 X 7,500 m)
Main boom - fixed length in m
40.93 A1.07 41.24 45,68 45.74 4599
Tel. sec. | 0.00 0.50 1.00 0.00 0.50 1.00
Tel. sec. Il 0.00 0.50 0.50 0.50 0.50 1.00
Tel. sec. Il 1.00 Q.50 0.50 1.00 0.50 0.50
Tel. sec. IV 1.00 0.50 0.50 1.00 1.00 0.50
Tel. sec. V 1.00 1.00 0.50 1.00 1.00 0.50
Slewing 360°
range
Padius in m Lifting capacities in t
6.0 19.0 26.0 28.0 16.5 19.0 205
7.0 17.9 25.0 28.0 16.5 18.9 205
8.0 16.8 24.0 28.0 165 18.5 20.5
2.0 167 22.5 26.5 168 17.7 205
10.0 147 215 26.0 16.0 16.9 2056
11.0 135 20.5 23.5 142 16.2 205
12.0 126 19.3 225 13.2 1.6 195
13.0 118 16.4 21.0 125 14.8 186
14.0 1141 1756 18.7 118 13.8 17.7
15.0 1056 16.7 187 11.2 13.2 16.8
16.0 9.9 16.0 176 10.6 12.6 159
18.0 8.9 14.7 158 9.6 11.6 144
20.0 8.0 13.3 134 8.7 10.7 127
22.0 7.3 12.4 126 8.0 9.9 1156
24.0 6.2 116 1.2 7.3 8.2 104
26.0 .7 10.8 a7 6.3 a.8 9.5
28.0 5.3 9.5 8.4 5.9 a.0 8.4
30.0 4.8 a4 7.3 54 7.5 73
32.0 4.5 74 6.3 6.1 6.9 6.3
34.0 4.2 6.6 6.5 4.7 6.2 55
36.0 3.9 59 4.8 4.4 59 4.8
38.0 4.1 b.b 42
40.0 3.9 49 3.6
42.0 3.7 4.4 34
SLI Code 2200
Max. 12 m/s 8mis omis 8 m/s 7 mis
permittad
windspeed
2-48 3109 345 en GMEK 5130-1



Lifting capacity charts acc. to EN 13000 ( DIN / 150 )

Main boom

3103720
Crane with 40.1 t counterweight
(outrigger base 7,800 X 7,500 m)
Main boom - fixed length in m
50.43 60.71 RE.21 ££.39 60.00
Tel. sec. | 0.00 1.00 0.50 1.00 1.00
Tel. sec. I 1.00 1.00 1.00 1.00 1.00
Tel. sec. Il 1.00 1.00 1.00 1.00 1.00
Tel. sec. IV 1.00 0.60 1.00 1.00 1.00
Tel. sec. V 1.00 0.60 1.00 0.50 1.00
Slewing 360°
range
Padius inm Lifting capacities in t
7.0 1356 16.0
8.0 135 16.0 11.0 11.6
2.0 135 16.0 11.0 116 10.0
10.0 135 16.0 11.0 11.6 10.0
11.0 135 16.0 11.0 11.6 10.0
12.0 134 16.0 11.0 11.6 10.0
13.0 126 16.0 11.0 11.6 10.0
14.0 12.0 158 11.0 11.6 10.0
15.0 1156 162 11.0 11.6 10.0
16.0 1.0 145 11.0 116 10.0
18.0 104 13.0 10.4 11.6 10.0
20.0 §.2 148 9.6 114 a7
22.0 8.5 10.8 a.9 10.3 91
24.0 7.8 9.8 a3 9.4 86
26.0 7.3 8.4 7.7 8.6 8.0
28.0 6.6 8.2 7.0 7a 7.6
30.0 5.9 7.4 6.4 7.3 7A
32.0 5.6 6.5 6.0 8.5 6.4
34.0 5.2 5.7 56 .7 5.7
36.0 4.8 449 53 6.3 53
38.0 4.5 43 5.0 4.6 449
40.0 4.2 a7 4.7 44 4.4
42.0 3.9 3.2 4.3 3.6 39
44.0 3.6 2.8 3.9 34 3.4
46.0 3.4 24 34 27 3.0
48.0 31 2.3 26
B0.0 2.7 2.0 23
2.0 2.0
4.0 1.7
56.0 1.4
SLI Code 2200
Max.
permitted 8 mis 7mfs 6m/s
windspsed
GME 5130-1 23109 345 en 2-47



